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1149.18 Wheel Stops and Continuous Curbs 

(a) Wheel stops or continuous curbs shall be provided in areas adjacent to sidewalks, 
walkways, and landscaping areas to protect such areas from damage or encroachment of 
vehicles and to provide necessary traffic control in the vehicular use area. 

(b) Each wheel stop shall be a singular block of reinforced concrete, stone, or other durable 
material with dimensions capable of preventing vehicles from rolling over the wheel stop, 
preferably five inches in height, six inches in width and eight feet in length. Wheel stops 
shall be securely attached to the ground and may be used only at the end of parking stalls. 

(c) Continuous curbs shall be made of concrete or stone, and shall be a minimum of six 
inches in height and six inches in width. They shall form a non-interrupted edge around 
all landscaped areas adjacent to parking and tum-around areas which are not protected by 
wheel stops. Continuous curbs may be modified or interrupted for the purposes of 
accommodating storm water runoff. 

(d) The wheel stop or continuous curb shall be located a minimum offour feet from any 
structures, buildings, walls, or the trunk of a tree to prevent a vehicle from driving onto 
the landscape area or hitting any structure or plant material at the edge of the vehicular 
use area. The separation may be reduced to two feet from the edge of any shrub. The 
mature size of the plant material shall be specified to determine if the landscaping meets 
the setback requirements. 

(e) Where continuous curbs are used, the paved area of the parking stall length may be 
reduced by two feet provided that the vehicle overhang will not encroach on pedestrian 
circulation or the required setback for desirable plant growth. Where wheel stops are 
used, the paved area of the parking stall length required shall not be reduced. 

1149.19 Location of Parking Spaces. 

(a) On Same or Separate Lot. Required off-street parking for single-family detached and 
attached dwellings and manufactured homes on individual lots shall be provided on the same lot 
as the use served. Parking spaces within garages or carports and on driveways shall be counted 
as required spaces for such dwellings. 

Required parking for other uses may also be provided on a separate lot that is in the same 
possession by deed or lease. No parking on a separate lot for any nonresidential use shall be 
separated from the use by any residentially-zoned property not in the same possession as the use. 

Required parking for all uses with the exception noted in Section 1149.19 (a) shall be located 
no more than 500 feet from the nearest point ofthe parking area to the nearest entrance to the use 
served. 

(b) In Yards. 

(1) Single-family and townhouses. Required off-street parking for single-family detached 
and attached and townhouse dwellings may be located in front, side and rear yards. 

For every 800 square feet of area contained within the actual front or comer side yard, one 
motor vehicle may be located forward of the actual building line opposite the front or comer side 
lot line the front of the dwelling faces, provided that the vehicle is located entirely on a 
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(2) Loading spaces shall be located as near as possible to the main structure and shall only 
be permitted in side and rear yards, except in the industrial zoning districts where loading spaces 
may be located adjacent to the front facade. The spaces shall be subject to the minimum setbacks 
established for the applicable zoning district. 

(3) Loading spaces shall be located in such a way that no portion of a vehicle shall project 
into a street. 

1149.24 SURFACING OF LOADING AREAS. 

All open off-street loading spaces and related vehicular access drives and aisles shall be 
surfaced with a hard-surfaced all-weather pavement capable of bearing a live load of200 pounds 
per square foot. (Ord. 87-94. Passed 7-27-87.) 

1149.25 COLLECTIVE PROVISION FOR LOADING SPACES. 

Loading spaces required for individual lots may be collectively provided in central facilities 
provided that all of the following requirements are met: 

(a) The number of spaces provided is not less than that required by the total floor space for 
each category of use served. 

(b) Each lot served has direct access to the central facilities without crossing streets at grade. 

(c) The central facilities are not more than 500 feet from any lot they serve. 

(d) Any tunnel or ramp between the central facilities and any lot served is at least seven feet 
wide and has a vertical clearance of at least seven feet. 

(e) Written covenants and easements approved by the City and recorded with the County 
provide for the retention, maintenance and use of such facilities. (Ord. 87-94. Passed 7-27-87.) 

1149.26 TABLE 18: PARKING AND LOADING DIMENSIONS. 

Parking Space Loading Space 

For Small Cars For Other 
For Tractor-

For Other Trucks Trailers 
lal Cars Idl 

Minimum depth in feet 15[bl 18[bl 60 25 

Minimum width in feet 7.5 9 14 10 

Minimum vertical clearance in 
7 7 14 14 

feet 

Minimum aisle width in feet: 

Angle of spaces: 



o degrees [d] 

30 degrees 

45 degrees 

60 degrees 

90 degrees [e] 

Dnveway wIdth [f] III feet. 

Residential Districts 

Minimum 12 

Maximum 24 

13 

12 

13 

18 

24 
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13 

12 

13 

18 

24 

Other Districts 

--

36 

Notes for Table 18 

- -

- -

- -
- -
- -

[a] Up to twenty-five percent (25%) of required spaces may be for small cars. 

[b] Parallel parking spaces shall be twenty-two feet deep. 

[c] Permitted for uses not normally serviced by tractor-trailers. 

[d] Zero degree parking refers to parallel parking. 

[e] Aisle width for ninety degree parking allows for two-way traffic. 

[t] Measured at outer edge of sidewalk. Radii shall be approved by the Chief 
Building Official in compliance with standards established by the Director of Public 
Service. (Ord. 87-94. Passed 7-27-87.) 

1149.27 REQUIRED NUMBER OF OFF-STREET PARKING SPACES. 

(1) Applications for single-family, two-family, and multi-family dwellings shall be required 
to provide the number of required off-street parking spaces as established in the table 
below: Residential Parking Requirements. The spaces may be located within a garage, 
on an approved driveway, or in an approved parking lot. 

Residential Parking Requirements 

Single-Family 2 spaces 
and Two-Family per 
Dwellings: dwelling 

unit 

Multi-Family 1.5 spaces 
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Dwellings - per 
Studio or One dwelling 
Bedroom Units: unit 

Multi-Family 2 spaces 
Dwellings - Two per 
or More dwelling 
Bedroom Units: unit 

(2) For multi-family dwelling developments with more than 20 units, an additional parking 
space shall be provided for every four dwelling units to provide additional guest parking. 

(3) Off-street parking as an accessory use shall not be required in the C-3 Downtown 
Commercial District. 

(4) All applications found in Section 1149.06 (a)(l) - (a)(6) are required to demonstrate that 
the proposed number of off-street parking spaces provided is sufficient to serve the 
proposed use or activity. 

A. As part of the parking plan, the applicant shall provide a written analysis of parking 
requirements based on the following information: 

I. Availability of on-street parking near the use and the distances to those 
spaces; 

II. Building square footage for each specific use to be served by off-street 
parking; 

1II . Hours of operation; 
IV. Estimated number of patrons/customers at peak hours of operation; 
v. Maximum numbers of employees present on one shift; 
VI. Availability of joint parking areas; 
VII. Building occupancy loads; and 
Vlll. Any additional information as requested by the City Planner. 

B. The Planning and Zoning Administrator has the authority to deny an application if he/she 
deems that an adequate amount of parking has not been provided. The Planning and 
Zoning Administrator shall provide, in writing, the reasons for the rejection. The 
Planning and Zoning Administrator may refer to the estimates of parking demand based 
on recommendations of the American Planning Association (APA), the Urban Land 
Institute (ULI), and/or the Institute of Traffic Engineers (ITE) in making their 
determination. 

C. The Planning and Zoning Administrator's decision regarding parking requirements for a 
specific use is appealable to the Board of Zoning Appeals. 
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