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driveway. Any additional motor vehicles shall be parked to the rear of such building 
line. Except that where the dimensions of actual side yards and the absence of an alley preclude 
vehicular access to the side and rear yards, this restriction shall not apply. 

Where, because of the slope ofa lot, location ofa garage outside of the required front or 
corner side yard would necessitate a driveway slope greater than twelve percent (12%), the 
garage may be located within the required yard a minimum of six feet from the street line. 

(2) Other uses. Required off-street parking for other uses may be located in required front, 
side and rear yards in all districts subject to the requirements for parking screening strips in 
Section 1151.03(b). 

No off-street parking, driveway or other accessway for any non-single-family residential use is 
pennitted within any required yard abutting property in an RS District. No parking for any 
nonresidential use is pennitted within any required yard abutting property in any residential 
district. (Ord. 91-158. Passed 11-12-91.) 

Parking of motor vehicles on residential lots shall be limited to residents and visitors to that 
property or adjacent residential property only. All residential driveways and parking areas shall 
be properly maintained with an asphalt, concrete, brick, paving block or dust free crushed 
aggregate surface. (Ord. 89-5. Passed 1-23-89.) 

1149.20 PARKING OF RECREATIONAL VEHICLES. 

(a) In Residential Districts. A single recreational vehicle as defined herein per dwelling unit 
may be parked or stored in a Residential District provided that it is: 

(1) Not occupied for living or sleeping purposes for more than seven consecutive nights; 

(2) Not parked on a public street for more than seventy-two consecutive hours; 

(3) Stored in its collapsed position if it is a vehicle ofthe collapsible type not stored in a 
garage; and 

(4) Parked or stored in a location detennined by the following: 

A. The vehicle shall be parked in a garage, carport or covered parking space, where one is 
available on the premises large enough to accommodate the vehicle; 

B. Otherwise, the vehicle shall be parked in the driveway to the rear of the actual building 
line of the principal building that is opposite the street to which the driveway has access where 
this is possible to do; 

C. Otherwise, where the dimensions of actual side yards and the absence of an alley make 
compliance with subsection (a)(4)B. impossible, the vehicle shall be parked in the driveway 
ahead of such building line but not encroaching upon any public sidewalk; 

D. Otherwise, where the dwelling unit does not have its own driveway, the vehicle shall 
be parked in an open off-street parking space. 
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(b) In Other Districts. There shall be no restrictions on parking of recreational vehicles in 
nonresidential districts, other than those concerning outdoor storage. (Ord. 87-94. Passed 7-27-
87.) 

1149.21 PARKING OF COMMERCIAL VEHICLES AND TRAILERS. 

(a) In Residential Districts. No commercial vehicle as defined herein weighing more than 
7,000 pounds unloaded, or trailer as defined in Section 1109.01 of this Code, may be parked or 
stored in a residential district other than in a completely enclosed garage except for loading or 
unloading of household belongings between 6:00 a.m. and midnight for the purpose of moving a 
personal residence or for deliveries, repairs, maintenance, service calls, or construction on that 
premises for which a building permit has been issued and is posted. (Ord. 01-28. Passed 3-26-
01.) 

(b) In Business Districts. No commercial vehicle as defined herein may be parked or stored 
in a Commercial or Office District other than in a completely enclosed garage or in a public off­
street parking facility unless it is used in a business located on the same premises or is being 
parked temporarily by a customer, supplier, contractor or visitor or for loading, unloading, 
moving or construction, maintenance, or repair ofthe premises. (Ord. 87-94. Passed 7-27-87.) 

1149.22 HANDICAPPED PARKING. 

All uses providing over twenty-five parking spaces shall mark at least one space as reserved for 
the handicapped. One space shall be so marked for the first fifty spaces and one additional space 
shall be marked for every 100 spaces thereafter. All such spaces shall be as close as possible to a 
building entrance accessible to the handicapped and shall offer barrier-free access thereto. Such 
spaces shall have sufficient width to allow for wheelchair access to a passenger car or passenger 
van parked therein. (Ord. 87-94. Passed 7-27-87.) 

1149.23 OFF-STREET LOADING SPACES. 

(a) Applicabilitv 

This code does not require a specific number of off-street loading spaces for uses but the 
standards of this subsection shall apply in any instance where an applicant proposes to provide 
off-street loading spaces or docks. 

(b) Design Standards 

(I) Off-street loading spaces shall not overlap with any areas used for parking. 

(2) The size of loading spaces must comply with standards in Section 1149.26 Table 18: 
Parking and Loading Dimensions. 

(c) Location of Loading Spaces 

(I) Loading spaces shall be located on the same lot as the use to be served, except when 
collectively provided as central loading facilities in conformance with the requirements herein 



Ordinance No. 19-92 
Attachment 

(2) Loading spaces shall be located as near as possible to the main structure and shall only 
be permitted in side and rear yards, except in the industrial zoning districts where loading spaces 
may be located adjacent to the front facade. The spaces shall be subject to the minimum setbacks 
established for the applicable zoning district. 

(3) Loading spaces shall be located in such a way that no portion of a vehicle shall project 
into a street. 

1149.24 SURFACING OF LOADING AREAS. 

All open off-street loading spaces and related vehicular access drives and aisles shall be 
surfaced with a hard-surfaced all-weather pavement capable of bearing a live load of200 pounds 
per square foot. (Ord.87-94. Passed 7-27-87.) 

1149.25 COLLECTIVE PROVISION FOR LOADING SPACES. 

Loading spaces required for individual lots may be collectively provided in central facilities 
provided that all of the following requirements are met: 

(a) The number of spaces provided is not less than that required by the total floor space for 
each category of use served. 

(b) Each lot served has direct access to the central facilities without crossing streets at grade. 

(c) The central facilities are not more than 500 feet from any lot they serve. 

(d) Any tunnel or ramp between the central facilities and any lot served is at least seven feet 
wide and has a vertical clearance of at least seven feet. 

(e) Written covenants and easements approved by the City and recorded with the County 
provide for the retention, maintenance and use of such facilities. (Ord. 87-94. Passed 7-27-87.) 

1149.26 TABLE 18: PARKING AND LOADING DIMENSIONS. 

Parking Space Loading Space 

For Small Cars For Other 
For Tractor-

For Other Trucks 
Trailers 

lal Cars Idl 

Minimum depth in reet 15[b] 18[b] 60 25 

Minimum width in reet 7.5 9 14 10 

Minimum vertical clearance in 
7 7 14 14 

reet 

Minimum aisle width in feet: 

Angle of spaces: 



o degrees [d] 

30 degrees 

45 degrees 

60 degrees 

90 degrees [e] 

Dnveway width [f] III feet: 

Residential Districts 

Minimum 12 

Maximum 24 

I3 

12 

13 

18 

24 
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13 

12 

13 

18 

24 

Other Districts 

--

36 

Notes for Table 18 

- -

- -

- -

- -

- -

[a] Up to twenty-five percent (25%) of required spaces may be for small cars. 

[b] Parallel parking spaces shall be twenty-two feet deep. 

[c] Permitted for uses not normally serviced by tractor-trailers. 

[d] Zero degree parking refers to parallel parking. 

[e] Aisle width for ninety degree parking allows for two-way traffic. 

[f] Measured at outer edge of sidewalk. Radii shall be approved by the Chief 
Building Official in compliance with standards established by the Director of Public 
Service. (Ord. 87-94. Passed 7-27-87.) 

1149.27 REQUIRED NUMBER OF OFF-STREET PARKING SPACES. 

(I) Applications for single-family, two-family, and multi-family dwellings shall be required 
to provide the number of required off-street parking spaces as established in the table 
below: Residential Parking Requirements. The spaces may be located within a garage, 
on an approved driveway, or in an approved parking lot. 

Residential Parking Requirements 

Single-Family 2 spaces 
and Two-Family per 
Dwellings: dwelling 

unit 

Multi-Family 1.5 spaces 


